
TYPE J AMERICAN GRAIN

A big volume, CC-style steel bucket designed for use 
with free flowing materials. For use in medium and high 
speed elevators.

 � High capacity: Wingless design, improves fill and allows closer spacing on belt

 � Greater strength/longer life: Solid seamless construction with rounded corners for 
rigidity. No welds or joints to open up

 � Fully interchangeable with CC style buckets
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PRESSED SEAMLESS STEEL / STAINLESS STEEL

Capacity (Litres) Recessed Holes

 
No.

A 
(mm)

B 
(mm)

C 
(mm)

D 
(mm)

T 
(mm)

 
(kg)

Z2 
(total)

 
Z3+10%

Z3 
(water)

 
No.

E 
(Ø mm)

F 
(mm)

G 
(mm)

Max.
Pcs/Mtr

J64 161 110 100 71 1.2 0.45 1.00 0.85 0.77

To customer
specification

8.75

J75 190 138 121 76 1.5 0.69 1.74 1.36 1.24 7.15 

J85 213 141 121 83 1.5 0.82 2.10 1.78 1.62 7.15

J95 235 137 120 76 1.5 1.02 2.57 1.8 1.63 7.15

J96 235 160 150 92 2.0 1.46 3.26 2.48 2.25 6.00

J106 262 160 150 92 2.0 1.66 3.87 2.87 2.61 6.00

J116 287 163 154 95 2.0 1.85 4.08 3.24 2.95 6.00

J126 313 160 150 92 2.0 2.03 4.34 3.44 3.13 6.00

J117 290 191 171 107 2.0 2.10 5.74 4.40 4.00 5.25

J127 316 191 171 107 2.0 2.24 6.06 4.77 4.34 5.25

J147 367 191 171 107 2.0 2.49 7.34 5.46 4.96 5.25

J167 417 191 171 107 2.0 2.83 8.39 6.24 5.67 5.25

J148 362 210 203 121 2.0 2.89 9.00 7.00 6.36 4.60

J168 413 210 203 121 2.0 3.40 10.32 8.00 7.26 4.60

Agricultural


